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Disclaimer 
 

This document is intended to be a guide to designers, installers and owners of the Eco-Pure 

Peat Moss Biofilter system and should be used only to supplement your state and/or local  

regulations. 

 

Please refer to your state and/or local onsite wastewater treatment and disposal regulations for 

details pertaining to your systems design, installation and maintenance requirements. 

 

All systems incorporating the Eco-Pure Peat Moss Biofilter must by designed by a state  

registered Professional Engineer or an approved system designer.   

 

The Eco-Pure Peat Moss Biofilter must be installed per the manufacturerôs Installation Guide, 

January, 2010. Only factory trained personnel may install the Eco-Pure Peat Moss Biofilter. 

 

Routine inspection and maintenance must take place at least once per year. Maintenance must 

be performed per the Eco-Pure Maintenance Manual, January, 2010. Only factory trained 

service providers may perform maintenance. 
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Introduction  

The Eco-Pure Peat Moss Biofilter was developed in Fort Myers,  

Florida in 1998 for use on the environmentally sensitive Sanibel-

Captiva Islands. The system was designed based on the research 

conducted by Joan Brooks, PhD at the University of Maine     

during the 1980's and 1990's. 

 

Throughout her professional career, Dr. Brooks dedicated herself 

to study the use of sphagnum peat moss as a wastewater treatment 

media. In addition, Dr. Brooks researched the influence of fungi 

in the wastewater treatment process. 

 

In her paper Pollution Abatement with Peat Onsite Wastewater Treatment Systems, Dr. Brooks concludes: 

 

ñOn adverse sites, where the use of conventional subsurface soil adsorption systems does not provide accept-

able levels of treatment, sphagnum peat moss may be used as an economical method of onsite wastewater 

treatment. The peat system, when properly designed and constructed, is relatively simple to install, requires 

minimal energy and maintenance, and provides a high quality effluent without additional disinfectionò. 

 

The benefits of the Eco-Pure Peat Moss Biofilter are: 

 

¶ The Eco-Pure Peat Moss Biofilter can cost 30% - 40% less than other advanced 

secondary treatment systems 

¶ No moving parts in the wastewater treatment process 

¶ The system was designed to be completely passive; no electricity needed 

¶ Ease of Installation 

¶ Low Cost of Operation 

¶ Low Cost of Maintenance 

¶ Ease of Maintenance 

¶ Can discharge into the following: 

¶ Pad / mound system 

¶ Gravity leach field 

¶ Pressure dosed leach field 

¶ Drip Irrigation System 

¶ Surface or water body (if allowed, check local regulations) 

¶ Low profile, great for high water table 

¶ The lowest operating and maintenance costs of any system available 

¶ No Electricity Needed for System 

¶ No Costly Blowers to Replace 

¶ No Sludge Build Up to Deal With 

¶ No Dosing Pumps Needed  

 

Please refer to your state and/or local onsite wastewater treatment and disposal  

regulations for details pertaining to your systems design, installation and maintenance 

requirements.  

 

This document is intended to be a guide to designers, installers and owners of the  

Eco-Pure Peat Moss Biofilter system and should be used only to supplement your  

state and/or local regulations. 

Easy To Set Watertight  Module 

Peat Moss Pillows 

Leveling the Peat Moss 

Virgin Sphagnum Peat Moss 
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The Eco-Pure Peat Moss Biofilter was developed through-

out 1998-1999 by Ed Festa, a premier installation contrac-

tor on Floridaôs West Coast and Dr. Joan Brooks, PhD., 

the nations leading authority on peat moss based wastewa-

ter treatment. It was designed to provide a ñuser friendlyò 

system that would provide outstanding wastewater treat-

ment with low cost and simple installation and mainte-

nance. 

 

The Eco-Pure Peat Moss Biofilter was designed for  

extreme site conditions and to meet the most stringent  

performance requirements. The  system utilizes a specific 

blend of sphagnum peat moss for the treatment of septic 

tank effluent. Sphagnum peat moss provides an excellent environment for naturally occurring organisms that 

remove contaminants and provide a very high level of wastewater treatment. The wastewater treatment  

occurs by a combination of physical, biological and chemical processes. Due to itôs unique process, The Eco-

Pure Peat Moss Biofilter is patented.  

 

The raw wastewater first enters a septic tank where pre-treatment of the wastewater occurs. Please note that a 

septic tank effluent filter is required for every Eco-Pure system. From the septic tank, the effluent enters the 

Eco-Pure Peat Moss Biofilter via gravity flow or through the use of pump tank containing a small incremental 

horsepower effluent dosing pump, typically 1/3 to 1/2 HP. 

 

The dimensions of the plastic module are 7 feet wide x 10 feet long x 4 feet high. Planet Care, Inc. manufac-

tures the module at itôs Pulaski, Virginia, facility using the rotational molding process. Planet Care uses only 

the highest quality plastic resin for the module and this assures uniformity and structural integrity of the mod-

ule. In addition, the plastic resin contains the highest form of protection against harmful ultra-violet (UV) light.  

 

The wastewater enters the Eco-Pure Peat Moss Biofilter at the top of the module and is evenly distributed over 

the sphagnum peat moss bed through a polyethylene distribution plate, placed directly on top of the peat moss.  

 

The retention time of the septic tank effluent within the sphagnum peat moss is essential to the performance of 

the Eco-Pure Peat Moss Biofilter. Depending on the daily influent flows, detention times can range from 8 to 

24 hours.  

 

Each module is a capable of treating peak flows from a four bedroom home generating typical residential 

strength wastewater. Properly installed, operated and maintained, test results have shown the effluent  

discharged from the Eco-Pure Peat Moss Biofilter exceeds the following USEPA Advanced Secondary  

Wastewater Standards: 

 

 

 

 

System Overview 

Parameter  Annual Average  Grab Sample  

BOD5 = or < 10 mg/L = or < 20 mg/L 

Total Suspended Solids = or < 10 mg/L = or < 20 mg/L 

Total Nitrogen = or < 20 mg/L = or < 40 mg/L 

Total Phosphorus = or < 10 mg/L = or < 20 mg/L 

Fecal Coliform Bacteria 99.99% eradication 
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A predetermined amount of sphagnum peat moss is placed within the proprietary module. This amount was 

determined through the extensive research and development of the system and is controlled by the use of pre-

packaged peat ñpillowsò. The pillows are mesh, polypro-

pylene, non-degradable bags filled with sphagnum peat 

moss. The pillows are filled to the appropriate amount at 

the Planet Care manufacturing facility. 

 

Each module contains forty one (41) pillows. Properly 

placed, the pillows will fit together with minimal void 

space. The pillows are placed in two rows, perpendicular 

to each other, one on top of the other. In order to fill in the 

voids, the placement of ten (10) bales of loose peat moss 

is required. The peat moss pillows and bags are placed on 

a pallet and shrink wrapped for easy shipment and trans-

port. One module contains one pallet of peat.  

  

 

The treated effluent is collected at the bottom of the  

module in the pre-installed 4ò diameter collection pipe. 

This 4ò pipe sits in the channels manufactured in each 

module. The treated effluent is discharged at the bottom of 

the module. 

 

The 4ò pipe also serves as a vent pipe for the Eco-Pure Peat 

Moss Biofilter and is very important to the performance of 

the system. The vent pipe runs to the top of the module and 

is connected to the vents located on each side of the cover.  

 

The cover cannot be buried to allow for air movement 

throughout the peat moss bed. Many of the organisms    

responsible for treating the wastewater cannot exist in an 

anaerobic environment, therefore blocking the air vent can detrimental to the system.   
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